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(54) Title: CORDLESS VIDEOTELEPHONE SYSTEM 

(54) Bezeichnung: SCHNURLOSES VIDEOTELEFONIESYSTEM 

(57) Abstract 

The invention relates to a cordless 
videotelephone system comprising a display 
unit (BE) with image reproduction (MN) and 
image storage (KA) means, a mobile member 
(MT) with audio reproduction (LP2) and 
audio storage (MK2) means, a base station 
(BS) which is linked to a communication 
network and cordless-connected to the 
display unit (BE) and/or (TB) to the mobile 
member (MT). 



(57) Zusammenfassung 

Die Erfindung betrifft ein System 
for schnurlose Videotelefone bestehend aus 
einer Bildschirmeinheit (BE) mit Mitteln 
zur Bildwiedergabe (MN) und -aufnahme 
(KA), einem Mobilteil (MT) mit Mitteln 
zur Audiowiedergabe (LP2) und -aufnahme 
(MK2), einer Basisstation (BS), die mit 
einem Kommunikationsnetz verbunden ist, 
und an der die Bildschirmeinheit (BE) und 
zumindest das Mobilteil (MT) schnurlos 
angeschaltet sind, und bei dem Mittel zur 
Befehlseingabe oder Funktionsauswahl (BF) 
an der Bildschirmeinheit (BE) und/oder (TB) 
an dem Mobilteil (MT) vorgesehen sind. 
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Schnurloses Videotelef oniesystem 

5 Die Erfindung betrifft ein System fur schnurlose Videotelefo- 
nie . 

Heutige Video- beziehungsweise Bildtelefone und Multimedia- 
Terminals sind schnurgebunden, das heifit sie sind fest mit 

10 einer Amtsleitung verbunden. Auf dem Gebiet der Telefonie hat 
sich der Benutzer mittlerweile an mobile Funktelefone und an 
sogenannte schnurlose Telefone gewohnt . Um den Benutzer bei 
der Verwendung von Bildtelef onen die gleichen Vorteile in der 
Bewegungsf reiheit zu bieten, sind in Kiirze Bildtelefone und 

15 Online-Terminals mit mobilen, schnurlosen Handapparaten zu 

erwarten. Es ist auch denkbar, ein schnurgebundenes Videote- 
lefon uber eine drahtlose TAE-Steckdose mit der Amtsleitung 
zu verbinden. Die TAE-Steckdose ist hierbei in ein Funksystem 
nach dem DECT-Standard eingebunden. 

20 

Bei diesen Varianten der Videotelef onie sind der Bildschirm 
und die Kameraeinheit aber immer noch stationar beziehungs- 
weise als schnurgebundene Standgerate ausgebildet. Fur den 
Kunden bedeutet dies, dafl er in der Lage ist, reine Sprachte- 
25 lefonate mit der gewohnten schnurlos Mobilitat zu fuhren. 
Aber fur den Internet-Zugang, Bildtelef onate und ahnliches 
mufl er den Auf stellungsort des Videotelef ons beziehungsweise 
des Online-Terminals aufsuchen. 

30 Der Erfindung liegt die Aufgabe zugrunde das Videotelef onie- 
ren fur den Benutzer komfortabler zu gestalten. 

Diese Aufgabe wird er f indungsgemali durch die im Patentan- 
spruch 1 . angegebenen Merkmale gelost. 

35 

Im folgenden wird die Erfindung anhand eines in der Zeichnung 
dargestellten Ausf Uhrungsbeispieles beschrieben. 
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In der einzigen Figur ist das erf indungsgemafle System ftir 
schnurlose Videotelef onie dargestellt. Dieses System besteht 
aus drei Komponenten, einer Basisstation BS, einer Bildschir- 
meinheit BE und einem Mobilteil MT . 

Die Bildschirmeinheit BE dient zur Wiedergabe des Bildes bei 
der Videotelefonie beziehungsweise bei der Verwendung des Sy- 
stems als Mutltimedia- Oder Online-Terminal. Die Bildschir- 
meinheit BE weist hierzu einen Monitor MN auf . 

Zur Aufnahme der Bilder bei der Durchfuhrung eines Videotele- 
fonats ist an der Bildschirmeinheit BE eine Kamera KA ange- 
schlossen. Die Kamera KA kann vorzugsweise eine bauliche Ein- 
heit mit der Bildschirmeinheit BE bilden. 

Bei einer Ausgestaltung der Erfindung kann die Bildschirmein- 
heit BE zur Aufnahme beziehungsweise Wiedergabe von Audioda- 
ten AD, das heilit von Sprachsignalen, ein Mikrofon MK 1 und 
einen Lautsprecher LP 1 aufweisen. 

Bei einer weiteren Ausgestaltung der Erfindung kann, zur Ka- 
mera KA zugehorig, eine Steuerung zur Kopf ver f olgung vorgese- 
hen sein. Diese Steuerung SK verfolgt beispielsweise den Kopf 
eines sich bewegenden Benutzers. Die Steuerung SK kann welter 
mit Mitteln ausgestaltet sein, die eine Brennweitenanpafiung 
der Kamera KA an den Abstand des Benutzers von der Kamera KA 
vornimmt , 

Ftir die, beziehungsweise eine weitere, Sprachverbindung ist 
im erf indungsgemafien System ein Mobilteil MT vorgesehen, das 
hierzu ein Mikrofon MK 2 und einen Lautsprecher LP 2 auf- 
weist. Zur Bedienung beziehungsweise fiir Steuerungsauf gaben 
im System kann das Mobilteil MT einen Tastaturblock TB und 
eine Anzeigeeinrichtung AE aufweisen. Ober den Tastaturblock 
TB ist beispielsweise die Ruf nummerneingabe fur den Aufbau 
einer Verbindung zu einem gewunschten Kommunikationsteilneh- 
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mer moglich. Des weiteren ist beispielsweise uber den Tasta- 
turblock eine Auswahl von auf dem Monitor MN der Bildschir- 
meinheit BE dargestellten Internetseiten moglich. 

5 Weiter weist das er f indungsgemalie System eine Basisstation BS 
auf, die beispielsweise schnurgebunden rait einer Teilnehme- 
ranschlufileitung TAE verbunden ist. An der Teilnehmeran- 
schluJileitung TAE konnen eine oder mehrere Amtsleitungen, 
analog oder digital, netzseitig angeschlossen sein. 

10 

Die Basisstation BS ist iiber eine drahtlose Audio- 
Videoverbindung mit der Bildschirineinheit BE verbunden. Uber 
diese Strecke werden Audiodaten AD und Videodaten VD zur Rea- 
lisierung beispielsweise eines Videotelef onates oder zur Ver- 

15 wendung als Multimedia-Terminal ,ubertragen. Das Mobilteil MT 
ist ebenfalls drahtlos mit der Basisstation BS verbunden. 
Uber diese Verbindung werden Audiodaten AD zur Sprachkommuni- 
kation ubertragen. Die Funkverbindung zwischen Basisstation 
BS und Bildschirmeinheit BE sowie Mobilteil MT kann nach ei- 

20 nem DECT- oder GSM-ahnlichen Standard ausgebildet sein. 

Nicht explizit angegeben sind drahtlose Kanaie flir die Steue- 
rung und Signalisierung . Hierdurch ist am Mobilteil MT, wie 
schon ausgeftihrt, ein Kommunikationsteilnehmer anwahlbar be- 
25 ziehungsweise eine Steuerung der auf dem Monitor MN darge- 
stellten Bilder moglich. 

Bei einer weiteren Ausgestaltung der Erfindung weist die 
Bildschirmeinheit BE ein Bedienfeld BF auf. Diese Oberflache 
30 wird beispielsweise durch einen sogenannten Touchscreen rea- 
lisiert. Auch hier ist dann ein in der Figur nicht darge- 
stellter Steuerungskanal zwischen Basisstation BS und Bild- 
schirmeinheit BE vorgesehen, Uber den die zugehorigen Bedien- 
daten beziehungsweise Befehle ubertragen werden. 

35 

Die Befehle zur Steuerung des Videotelef oniesystems bezie- 
hungsweise zur Funktionsauswahl konnen uber den Tastaturblock 
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4 

TB am Mobilteil MT oder das Bedienfeld BF an der Bildschir- 
meinheit BE eingegeben warden. An Stelle des Bedienfeldes BF 
kann an der Bildschirmeinheit BE auch ein weiterer Tastatur- 
block (in der FIG nicht dargestellt) vorgesehen sein. 
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5 

Patentanspruche 

1. System fiir schnurlose Videotelef one bestehend aus 

5 einer Bildschirmeinheit (BE) mit Mitteln zur Bildwiedergabe 
(MN) and -aufnahme (KA) , 

einem Mobilteil (MT) mit Mitteln zur Audiowiedergabe (LP2) 
und -aufnahme (MK2), 

einer Basisstation (BS) , die mit einem Kommunikationsnetz 
10 verbunden ist, und an der die Bildschirmeinheit (BE) und zu- 
mindest das Mobilteil (MT) schnurlos angeschaltet sind, und 
bei dem Mittel zur Bef ehlseingabe oder Funktionsauswahl (BF) 
an der Bildschirmeinheit (BE) und/oder (TB) an dem Mobilteil 
(MT) vorgesehen sind. 

15 

2. System nach Anspruch 1, 

bei dem die Mittel zur Bildaufnahme (KA) mit einer Steuerung 
(SK) zur Anpassung der optischen Eigenschaf ten verbunden 
sind . 



20 
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Description /'l} 
Cordless Video-telephone System 

The invention involves a system for a cordless video-telephone. 



Today' s video- or picture telephones and multimedia terminals are 
wire connected, which means they are firmly connected to an 
individual line. In the field of telephones, however, consumers 
have in the mean time become accustomed to mobile radio- 
telephones and so-called wireless phones. In order to offer the 
user the same advantages for freedom of movement when using of 
picture telephones, picture telephones and online terminals with 
mobile, cordless handsets are expected in the near future. It is 
also possible to connect a ^wire-connected video-telephone with an 
individual line by using a wireless TAE electrical socket. The 
TTIE electrical socket is thereby linked to a radio system using 
the DECT Standard. 

With these variants of video-telephones the picture screen and 
the camera unit are still constructed as a fixed or wire- 
connected cabinet with legs. For the customer, that means, that 
he is in a position to use pure voice telephones with the 
customary wireless mobility; however, for Internet access and the 
use of picture telephones and similar devices he must still use 
the installation location for the video-telephone or online 

1 Numbers in the margin indicate pagination in the foreign text. 
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terminal . 



The invention has the goal of making video-telephoning more 
comfortable for the user. 

The goal is attained by the characteristics listed in Patent 
Claim 1. 



In the following section the invention is described based on an 
execution model shown in a drawing. 



Shown in the sole figure is the system of the invention for /2 

a cordless video-telephone. This system consists of three 

components, a base j tat: ion"/ BS / a' picture scre^ n._unit/ BE, and a 

mobile part. MT. 
. 

The picture screen unit, BE, serves as the playback means of a 
picture Jpr a video- telephone o r as a m ultimedia or online 
terminal w^hen using the system. The picture screen unit,(]^E^ 
manifests a monitor fo r that purpose. 

To ^^^^ec eive pict ures during the conduct of a video-telephone call, 
a camera, KA, is attached to the picture screen unit , BE ,. The 
camera, KA, can preferably be constructed as a single unit along 
with the picture screen unit, BE. 
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In the design of the invention the picture screen unit, BE, can 
manifest a microphone, MK 1, and a loudspeaker, LP 1, to receive 
or playback audio data, AD, 



In another variation of the invention there is provision for a 




KA. T his control device , SK, tracks, for example, the head of a 
moving operator. The control device, SK, can also be outfitted 
with equipment which performs a focal length adaptation of the 



camera, KA, to the distance of the operator from the camera, KA. 

For v oice connectivity a mobile part,i-^T^ is provided in the 
system of the invention which includes a microphone, MK 2, and a 
loudspeaker, LP 2. For o peration and control tasks the mobile 
part, MT, can incorporate a keyboard block, XB^ and a display 
device, AE. By means of the keyboard block, TB, the inputting of 
a telephone number is possible to form a connection to the 
desired communication partner. In addition, the selection /_3 
of Internet pages displayed on the monitor, MN, by means of the 
picture screen unit, BE, is, for example, possible. 

The system of the invention also manifests a base station, BS, 
which for example is wire-connected with a Participant Connection 
Line, TAE . One or more individual lines, analogue or digital, can 

4 




THIS PAGE BUNK (USPTG) 



be connected to the Participant Connection Line on the network 
side . 

The base station, BS, is connected with the picture screen unit, 
BE, by means of a wireless audio-video connection- Audio data, 
AD, and video data, VD, are transmitted along this line to 
perform, for example, a video-telephone call or for use as a 
multimedia terminal. The mobile part, MT, is likewise connected 
in a wireless manner with the base station, BS • Audio data, AD, 
for voice communication is transmitted across this connection. 
The radio connection between the base station, BS, and the 
picture screen unit, BE, as well as the mobile part, MT, can be 
constructed according to a DECT or a GSM-like [both unknown} 
standard. 

Not explicitly stated are wireless chann els for contro l and 
signaliz ation.^ As already stated, it is thus possible to select 
on the mobile part, MT, a communication participant or a control 
of the pictures appearing on the monito r . 

In another executi oi uiodg l of the invention the picture screen 
unit, BE, manifests an operating fie ld, BF. The surface, for 
example, consi sts of a so- called touch screen. Here, too, a 

control channel not shown in the figure is provided between the 

— ■ — ■ ' ' ' — 

base station, BS, and the picture screen unit, BE, across which 
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the associated operating data or commands are transmitted. 

The commands to control the video-telephone system or for 
functional selection can be input by means of a keyboard block, 
TB, on the mobile part, MT, or the operating field, BF, on /_4 
the picture screen unit, BE. Instead of the operating field, BF, 
the picture screen unit, BE, can be provided with another 
keyboard block (not shown in the figure) . 

Patent Claims /5 

1. System for a wireless video-telephone consisting of a picture 
screen unit (BE) with the means for picture playback (MN) and 
recording (KA) a mobile part (MT) with the means for audio 
playback (LP2) and receding (MK2), and a base station (BS) which 
is connected with a communication network and on which the 
picture screen unit (BE) and at least the mobile part (MT) are 
wirelessly connected and on which the means for the input of 
commands or the selection of function (BF) on the picture screen 
(BE) and/or (TB) on the mobile part (MT) are provided. 
2. System according to Claim 1 in which the means for picture 
recording (KA) are connected with a control unit (SK) for 
adapting the optical properties. 



[Figure] 
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